
Connection diagram: DM542EU+ 57BYGH450E-05 to ESTLCAM
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SW1-SW3: 
Current
Strom

Sw4 
Standstill current
Stromabsenkung

Sw5-8: 
Steps/Rev
Schrite/Umdrehung
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DIP-SWITCH
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Example:
400 Steps

21,0 - 1,5 mm

2
0,5 - 1,0 mm
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Use shielded cable

Example:
4A RMS

Current
2.03A
2.36A
2.69A
3.00A
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1. Turn down voltage of power source to 45V with the (adj) potentiometer!
2. Set Current to 4.0A RMS with DIP-Switch 1-3 OFF-OFF-OFF
3. Set Dip Switch 4 to OFF
4. Set desired Steps with switch 5-8

1. Regeln Sie die Spannung des Netzteils auf 45V (adj-Poti)
2. Stellen Sie den Strom auf 4A RMS mit Schalter 1-3 OFF-OFF-OFF
3. Setzen Sie Schalter 4 auf OFF (1/2 Ruhestrom)
4. Stellen Sie die gewünschte Schrittzahl mit Schalter 5-8 ein

Example for X-Axis, use PULY/DIRY or PULZ /COMZ for Y or Z axis
Beispiel für X-Achse, verwenden Sie PULY/DIRY oder PULZ /COMZ für Y- oder Z-Achse
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